UL-265M-60 UL-270M-60 UL-275M-60

Under Shanshan Group, Top500 Enterprise in China, Ulica Solar produces
our own high quality solar cells and modules starting from August 2005. Our
product range covers all from off-grid panels to on-grid panels, both mono-
crystalline and poly-crystalline, suitable for all types of installation from
residential to commercial projects.

New 4 Busbar cell technology

Increasing the efficiency and output, and reducing
the resistance and hot-spot risks.

Positive power output (0~+5W)

Outstanding mechanical load resistance

Snow load 5400Pa (Frontside), and Wind load
3800Pa (Backside)

High performance under low light conditions
Cloudy days, Rainy days

Anti-PID (potential induced degradation) Test

Passed anti-PID test under Damp Heat 85°C and 85%
RH 96Hours

Durability against extreme environmental conditions

Salt mist corrosion test, Ammonia corrosion test, Fire Test,
certified by TUV SUD

Double EL test before and after lamination
Highly control the micro cracks and invisible defects.

World famous insurance against our warranty

CHUBB Insurance from USA, Solar Insurance & Finance
from Netherlands
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Guaranteed Power

5 10 15 20 25

10-year workmanship warranty
25-year linear performance warranty

Add: No.181 Shanshan Road, Wangchun Industrial District,Ningbo,China
Tel: +86-574-28828976 Fax: +86-574-28828973

Email: ulicasales@ulsolar.com.cn Web: www.ulicasolar.com
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MONO 265W/270W/275W

ulica solare

LEADOING IN TECHNOGLOGYN N N K §

#FELECTRICAL PERFORMANCE ##1-V CURVE
[Electrical Parameters Standard Test Conditions .. 10.00
ModuleType L UL-265M-60  UL-270M-60 ~ UL-275M-60 9,00 L 200W/m?
PowerOutput Pmax W 265 o0 s O S—— N
Power Tolerance APmax % 0/+5W 7.00
i Eff|c|ency ............. SR S 1632 e 1663 .......... e g 62 500w smm
VoltageatPmax . Vm V. 808 30 32 5 o \
(CurrentatPmax m AL 858 871 . 882 N \
Open-Circuit Voltage Voo V.. 381 B2 B4 2.00 | 200W/m2 \
Short-Cirouit Current | se AL 908 915 ... 925 o ~\
STC: 1000w/m?irradiance, 25°C module temperature, AM1.5 spectrum. UL270M-60 2 Volt::e W 3 8
#8 THERMAL CHARACTERISTICS
Nom|na|0perat|ng .C-e.ll.'l.'e.n.lr.u-el.'a.t;,l.ré ........ SIS R ey
TemperatureCoefflclentomeax ............ Y. .......... %/°C ........... —0413 ...... drainage holes
Temperature Caafii Bvoc ......... DL BUREE 8 ploce } $
Temperature e FERREEREEEE SRR +0049 ...... i R
14X9(2-R4.5)mmy | T
#8 OPERATING CONDITIONS Bmou‘gtc‘gg slots -
Maxsystemvonage ......................................... 1000\/ ............... D A{ —i T
Max.Series FuseRating . A -
Operating Temperature Range -40°C ~85°C S
‘Max. Static Load,Front(e.g., snowand wind) s400Pa @4mm_grounding hole T
Max. statlc LoadYBaCk(e.g., WInd) ............................... 3800Pa ............... 2 p‘GCe
ApplicationClass ... A
Section A-A Front View MR
#8 CONSTRUCTION MATERIALS =
FrontCover(materialitypelthickness) low-iron tempered glass/3.2mm = :
Cell(quantity/materialitype/dimension) g0/monocrystalline/156x156mm
‘Encapsulant(materia) ethylene vinyl acetate(EVA) 3% 292mm
‘Frame(materiallanodization color) anodized aluminum alloy/silver or black e
e Box(protectlondegree) ................................ S &
-(.::«.1l.)l.e.(I.e.n.g.tl.ql.c.r.o.s.s;s-e.c.tic;ria.I-a.r;e.;ij .......................... ETTRE P RAREREEEERERRRE |
PIugConnector .......................................... e .cé)r.‘n.p.a.ti.bie. ...........

PalletSize(LWH) 1730/1120/2350mm
PalletWeight 1000kg
Pieces per Pallet 50pcs

P|ecesperConta|ner650pcs .........

#F INTERNATIONAL CERTIFICATES

- IEC61215,IEC61730/TUV,UL,CE,CEC,
JET,MCS,CE,CQC,IMETRO,NRE

+1S09001:2008

+1S0140001:2004

+ BS OHSAS 18001:2007

Please read the instruction manual in this entirety before handing,
installing,and operating Ulica Solar modules.

Our partner:

Due to continuous Innocation, research and improvement,
the specification is subject to change without prior notice.

www uLicasoLar.carn




UL-255P-60 UL-260P-60 UL-265P-60

Under Shanshan Group, Top500 Enterprise in China, Ulica Solar produces
our own high quality solar cells and modules starting from August 2005. Our
product range covers all from off-grid panels to on-grid panels, both mono-
crystalline and poly-crystalline, suitable for all types of installation from
residential to commercial projects.

New 4 Busbar cell technology

Increasing the efficiency and output, and reducing
the resistance and hot-spot risks.

Positive power output (0~+5W)

Outstanding mechanical load resistance

Snow load 5400Pa (Frontside), and Wind load
3800Pa (Backside)

High performance under low light conditions
Cloudy days, Rainy days

Anti-PID (potential induced degradation) Test

Passed anti-PID test under Damp Heat 85°C and 85%
RH 96Hours

Durability against extreme environmental conditions

Salt mist corrosion test, Ammonia corrosion test, Fire Test,
certified by TUV SUD

Double EL test before and after lamination
Highly control the micro cracks and invisible defects.

World famous insurance against our warranty

CHUBB Insurance from USA, Solar Insurance & Finance
from Netherlands

Qaasnaan

100%
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Guaranteed Power

5 10 15 20 25

10-year workmanship warranty
25-year linear performance warranty

Add: No.181 Shanshan Road, Wangchun Industrial District,Ningbo,China
Tel: +86-574-28828976 Fax: +86-574-28828973

Email: ulicasales@ulsolar.com.cn Web: www.ulicasolar.com

APPROVED PRODUCT
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POLY 255W/260W/265W

ulica solare:

LEAOING IN TECHNOLOGYN N N X |

#FELECTRICAL PERFORMANCE ##1-V CURVE

[Electrical Parameters Standard Test Conditions 9.00 —1000W/m?

ModuleType L UL-255P-60  UL-260P-60  UL-265P-60 8.00

PowerOutput Prax W 2% %0 %5 e L A
Power Tolerance APmax W 0/+5W 6.00 GOOW/ii i\

Module Efficiency nm 9% 15.70 16.01 16.32 § 5.00 \\\

Voltage at Pmax Vm v 30.6 30.7 30.9 § 4.00|--400W/m W\

.............................................................................. 300

CurrentatPmax mo AL B3 BT .88 S o A

Open-CircuitVoltage Voo . V.. ... 78 ... %80 1.0 \

Short-Circuit Current | Iso A8 892 . %02
STC: 1000w/m?irradiance, 25°C module temperature, AM1.5 spectrum. 12 24 36 48

UL-260P-60 Voltage (V)
#8 THERMAL CHARACTERISTICS

Nominal Operating Cell Temperature | NoeT o oz
Temperature Coefficient of Pmax Y %/°C -0.403 %@%/—

.............................................................................. 0ce A
Temperature Coefficient of Voc Bvoc %/°C -0.330 ’ ) o i
Temperature Coefficient of Isc Qisc %/°C +0.049 E junction_bo

14X9(2-R4.5)mmy/ |' H "
mounting slots -t
#8 OPERATING CONDITIONS 8 places [

MaxSystemVoltage 1000V A A sk e
Max.Series Fuse Rating 15A 942mm e E E
Operating Temperature Range -40°C ~85°C shmm arounding hole i
.............................................................................. q q
Max. Static Load,Front(e.g., snow and wind) 5400Pa 2 place
Max. Static Load,Back(e.g., wind) 3800Pa
Application Class A .
.............................................................................. Section A—A Front View N
#8 CONSTRUCTION MATERIALS -

[Front Cover(materialitype/thickness) low-iron tempered glass/3.2mm
Cell(quantity/material/type/dimension) 60/polycrystalline/156x156mm 15 90

40mm

Junction Box(protection degree) e
Cable(length/cross-sectional area) 900mm/4mm?
Plug Connector MC4 compatible

[PalletSize(LWH) 1730/1120/2350mm
PalletWeight ] 1000kg
Pieces per Pallet 50pcs

P|ecesperConta|ner650pcs .........

#F INTERNATIONAL CERTIFICATES

- IEC61215,IEC61730/TUV,UL,CE,CEC,
JET,MCS,CE,CQC,IMETRO,NRE

+1S09001:2008

+1S0140001:2004

+ BS OHSAS 18001:2007

Please read the instruction manual in this entirety before handing,
installing,and operating Ulica Solar modules.

Our partner:

Due to continuous Innocation, research and improvement,
the specification is subject to change without prior notice.

www uLicasoLar.carn
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